
TECTRAN® LIFELINE® Extension Installation Instructions

1)   Verify that your LIFELINE® Extension will fit your application. Using the chart and diagram below:
    A. Confirm the diameter of your existing slider bar is the correct size (A dimension).
    B. Confirm that your existing slider bar is wide enough for your extension (B dimension).
    C.  Confirm that when mounted, the black rubber bumper will rest against a secure metal surface 

on the back of the cab.

2)    Clean slider bar as needed so that the surface is free of grease, 
oil, and contaminants. Remove carriage bolts and locknuts 
from the extension and place it on your slider bar. Center the 
extension and confirm both ends of the extension are fully on 
the straight portion of the bar (the “B” dimension from the 
diagaram above).

3)     Pull lightly on the extension to ensure the slider bar is fully 
seated into the extension and then tighten it firmly into place 
until it can no longer move using the included 1/4-20 carriage 
bolts and locknuts. Check to make sure the black rubber 
bumper is contacting the back of the cab as intended. 

Test the extension by pushing firmly against the side of it. The 
extension should remain in place and not be able to slide along 
the bar. Test both sides. Tighten locknuts further as needed. 

4)     Before taking the truck out on the road perform a final test by attaching a trailer, 
clipping your connection lines to the LIFELINE® Extension, and making a hard 
right-hand turn to jackknife the trailer. Check to confirm extension stays in place 
while under load. The extension should not move at any point during this process. 

CAUTION: Do not attempt to mount the extension on a portion of the slider bar that is curved, bent, or deformed in any way. 

CAUTION: Do not mount the extension with the bumper resting against a window, air vent, or any other fragile surface as damage may occur. 

NOTE: if you purchased a “fleet pack” of 5 extensions, remove 
the “-5” suffix from the part number in order to use the chart above

Part No. A Dim. B Dim.
8473 1 in 15 in

8477 0.75 in 27 in
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